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SOLOLIFT2, sELECTION GuIdE
Inspired by professionals, designed for professionals. 
sOLOLIfT2 meets your needs and your customers’ demands. 
This is a quick and easy guide to help you select which 
sOLOLIfT2 product fits your requirements. Combining 
innovation with modern comfort, Grundfos’ sOLOLIfT2  
range offers the ideal solution, throughout the home.

Each model in the sOLOLIfT2 range contains a robust motor 
with built-in thermal protection. Just follow the charts and 
instructions on the following pages to find the perfect solution. 

for more in-depth information, please visit 
grundfos.com/moderncomfort
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GRuNdfOs SOLOLIFT2
WC-1
The WC-1 is a compact automatic 
lifting station with 1 additional inlet 
connection suitable for pumping 
wastewater from a washbasin and 
sewage from a toilet with a 
horizontal outlet.

• Powerful professional cutter
• Clean and easy service
• Compact

Technical data
Possible connections  1 toilet, plus one connection,  

eg washbasin or urinal
Consumption Max. 620 W
supply voltage 1 x 220-240 V - 10%/+ 6%. 50 Hz
Net weight 7.3 kg
Liquid temperature Max. 50°C
Rated current 3.0 A
flow rate Max. 149 l/min.
Pump head Max. 8.5 m
supply cable 1.2 m, 0.75 mm2

duty s3 - 50% - 1 min. (30 sec. on; 30 sec. off)
Inlet pipes 32/36/40mm diameter
discharge pipes 22/25/28/32/36/40 mm diameter
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GRuNdfOs SOLOLIFT2
WC-3
The WC-3 has 3 additional inlet 
connections suitable for pumping 
domestic wastewater from a 
shower, bidet, washbasin and  
toilet with a horizontal outlet.

• Powerful professional cutter
• Clean and easy service
• Compact

Technical data
Possible connections:  1 toilet, plus up to three connections 

from the following: washbasin, 
shower, urinal, bidet 

Consumption Max. 620 W
supply voltage 1 x 220-240 V - 10%/+ 6%, 50 Hz
Net weight 7.3 kg
Liquid temperature Max. 50°C
Rated current 3.0 A
flow rate Max. 149 l/min.
Pump head Max. 8.5 m
supply cable 1.2 m, 0.75 mm2

Start and stop levels Start: 72 mm above bottom 
 Stop: 52 mm above bottom.
duty s3 - 50% - 1 min. (30 sec. on; 30 sec. off)
Inlet pipe  32/36/40/50 mm diameter
discharge pipe 22/25/28/32/36/40 mm diameter
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GRuNdfOs SOLOLIFT2
CWC-3
The CWC-3 is suitable for pumping 
domestic wastewater from a cabinet 
shower, bidet, washbasin and a 
wall-hung toilet. It is specially designed 
for behind the wall installations.

• Powerful professional cutter
• Clean and easy service
• in-wall installation

Technical data
Possible connections  1 toilet, plus up to three connections 

from washbasin, shower, bidet, urinal 
Consumption Max. 620 W
supply voltage 1 x 220-240 V - 10%/+ 6%, 50 Hz 
Net weight 7.1 kg
Liquid temperature Max. 50°C
Rated current 3.0 A
flow rate Max. 137 l/min.
Pump head Max. 8.5 m
supply cable 1.2 m, 0.75 mm2

Start and stop levels Start: 72 mm above bottom 
 Stop: 52 mm above bottom
duty s3 - 50% - 1 min. (30 sec. on; 30 sec. off)
Inlet pipes 32/36/40/50 mm diameter
discharge pipe 22/25/28/32/36/40 mm diameter
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GRuNdfOs SOLOLIFT2
C-3
The C-3 is suitable for pumping grey 
wastewater up to 90°C from an 
industrial washing machine, 
dishwasher, kitchen sink, bath, 
shower, bidet, and washbasin.

• Powerful with selectable start level
• Clean and easy service
• Very compact

Technical data
Possible connections washing machine, dishwasher, shower,  
 bath, kitchen sink, bidet, washbasin
Consumption 640 W
supply voltage 1 x 220-240 V - 10%/+ 6%, 50 Hz
Net weight 6.6 kg
Liquid temperature 75°C continuously (90°C for 30 min)
Rated current 3.1 A
flow rate Max. 204 l/min.
Pump head Max. 8.5 m
supply cable 1.2 m, 0.75 mm2

Start and stop levels Start: 65 mm above bottom 
 Stop: 35 mm above bottom
duty s3 - 50% - 1 min. (30 sec. on; 30 sec. off)
Inlet pipes 32/36/40/50 mm diameter
discharge pipes 22/25/28/32/36/40 mm diameter
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GRuNdfOs SOLOLIFT2
d-2
The d-2 is suitable for pumping grey 
wastewater from a shower and 
washbasin. It is possible to install 
the d-2 underneath or next to the 
cabinet shower or the washbasin.

• ultra compact
• Clean and easy service
• low start level

Technical data
Possible connections shower, washbasin
Consumption 280 W
supply voltage 1 x 220-240 V - 10%/+ 6%, 50 Hz
Net weight 4.3 kg
Liquid temperature 50°C
Rated current 1.3. A
flow rate Max. 119 l/min.
Pump head Max. 5.5 m
supply cable 1.2 m, 0.75 mm2

Start and stop levels Start: 58 mm above bottom 
 Stop: 35 mm above bottom
duty s3 - 50% - 1 min. (30 sec. on; 30 sec. off)
Inlet pipes 36/40 mm diameter
discharge pipes 22/32 mm diameter
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INsTALLATION NOTE
You should always consult the Instruction and Operation 
manual during installation and start.

sOLOLIfT2 requires a minimum flush of four litres. However,  
if the content of solid matter is higher, or if connection pipes 
between the spigot and tank inlet are used (max. 150mm) at 
least six litres is recommended.

When installing a washing machine, use only the sOLOLIfT2 
C-3. Ensure that there is an air gap in the pipe by mounting the 
discharge of the washing machine at the top, or by inserting 
the discharge hose of the washing machine into a pipe with  
a larger diameter. 

When using the sOLOLIfT2 C-3 in combination with a washing 
machine or a dishwasher, the Grundfos LCA2 alarm device is 
recommended. This switches off the drain device in the event 
of backwater in the unit, to prevent flooding.
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When connecting the sOLOLIfT2 unit to a shower, ensure the 
level of the water seal of the shower siphon is higher than the 
starting level of the SololiFt2:

SOLOLIFT2

  WC-1/WC-3 CWC-3 C-3 d-2

 A 80 80 80 65

 start 72 72 65 58

 stop 52 52 35 35

inStAllAtion tiPS

A



When installing a grundfos SOLOLIFT2, the following basic 
rules must be adhered to:

•  Allow at least 10 mm free space between the tank  
and any adjacent walls.

•  Connections must not place any stress on the tank.
•  one wastewater source per inlet is recommended.
•  A shower sink must be connected to the lower inlets.
•  Discharge pipe should be made with a backflow protection loop.
•  SololiFt2 should always be installed with adequate space 

for access, service and maintenance.
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•  if a shower is connected, the shower drain should  
be equipped with a strainer to avoid hair from entering  
the sOLOLIfT2.

•  SololiFt2 should be placed on vibration-absorbing material 
to reduce resonance in the building.

•  When SololiFt2 is connected to a toilet, all other sanitary 
appliances must be installed in the same room.

•  SololiFt2 must be installed directly behind the toilet. 
However, CWC-3 can also be installed on either side  
of the toilet.

tiPS & tRouBle SHootinG
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There are a wide range of accessories available for the Grundfos 
sOLOLIfT2 range.

The superior modular design of sOLOLIfT2 means that the 
combined motor/pump unit can be fitted in all three WC 
versions allowing even quicker, easier service.
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no

1

2

3

4
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8

Kit second inlet
d40/40/32 d-2 97775334

Alarm floater C-3 97775337

Replacement hose All versions 97772316

Type Product grundfos P/n

Kit second inlet
d50/40/40 WC-3/CWC-3/C-3 97775335

LCA2 Controller C-3 97775338

drain hose WC-1/WC-3 97789093

Kit adapter uK All versions 97775336

Alarm PCB WC-1/WC-3/CWC-3 97772315

5710624187500

5710624187517

5710624187524

4,900 5,170Complete

4,670 4,940Complete

3,140 3,410Complete

Complete motor/grinder/PCB/pressure-
switch unit, pre-assembled with O-ring 

around flange and power cord

Complete motor/float switch unit with 
O-ring around flange and power cord

Complete motor/pressure switch unit with  
O-ring around flange and power cord
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With improved flexibility, adaptability and performance, 
Grundfos’ sOLOLIfT2 range of lifting stations offers the most 
reliable handling of wastewater for various combinations of 
WC, bidet, sink, shower and washing machine dishwasher.
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APPliCAtion oVeRVieW

sOLOLIfT2
d-2

sOLOLIfT2
c-3

sOLOLIfT2
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INsTALLATION NOTE
The new sOLOLIfT2 range replaces the current sOLOLIfT+ 
range and has a reduced number of models to make it easier 
to select the right lifting station solution.
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RePlACeMent oVeRVieW
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MOdERN COMfORT
by Grundfos
for more information on the new sOLOLIfT2 range of lifting 
stations by Grundfos, contact your local representative or visit 
our website.

grundfos.com/moderncomfort

grundfos Professional
We offer one extensive resource for content, tools and features to support 
your day-to-day work, bringing you added knowledge and business insights. 

As a certified Grundfos Professional you will receive:
- A free “I’m an Alpha Male” T-shirt*
- Invitations to special local events
- Regular updates on relevant products and solutions
- Insights and solutions to general industry challenges
- Promotional materials to share with your customers
 *for a limited period only.

Be responsible
Think ahead

Innovate

Tel: 01525 775402
Fax: 01525 775236
Email: uk-sales@grundfos.com
Web: www.grundfos.co.ok


